
VENT PIPE TO TERMINATE ABOVE MAXIMUM 
DRAUGHT LEVEL  ON UPPER DECK OR

TO A SUITABLE DRY SPACE

DN 25 PN16 BALL or GATE VALVE

iCT
TRANSMITTER

DN50 PN16 HULL VALVE.
BALL/GATE OR OTHER.

DRAIN PLUG
 [ZERO CHECK]

'STANDPIPE'
SHIPYARD SUPPLY.

50mm

RFM

1 METRE 
RANGE CHECK

DRAIN PLUG 
[RANGE CHECK]

SHIPSIDE ISOLATING VALVE CAN BE
FITTED VERTICAL OR HORIZONTAL 

AS CONVENIENT. 

MINIMUM DRAUGHT
 LEVEL 'A'

LOWEST POINT OF VESSEL
ZERO DRAUGHT.

'A''X'

'B'

ADVISE DIMENSIONS 
'X'  'A'  & 'B'

DN25 & DN 50 ISOLATING VALVES
NORMALLY SHIPYARD SUPPLY

BUT MAY BE SUPPLIED BY PSM.

MAXIMUM DRAUGHT LEVEL 'B'
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SCALE

NTS
UNLESS OTHERWISE STATED DIMENSIONS ARE IN

MILLIMETRES  /  INCHES

TITLE

Haywards Heath,West Sussex RH16 1TW
ph: 44 (0) 1444 410040 f: 44 (0) 1444 410121

http://www.psm-sensors.co.uk
Instrumentation Ltd
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